
FEATURES AND BENEFITS__________________________________________

• High surface area prefilter cartridges, constructed of 
pleated glass microfiber medium, provide efficient particle 
retention and long on-stream life cycles.

• Removal ratings available from 0.5 to 2.0 µm.
• No adhesives, binders, lubricants, or coatings are used in 

the manufacturing process to ensure the lowest levels of 
leachables and extractables.

• All materials of construction are FDA-listed for food and 
beverage contact according to CFR Title 21 and comply 
with USP Class VI test for plastics. 

• Each cartridge is stamped with the product part number and 
lot number for quick identification and 100% traceability.

• Each Accu-Clear final filter is clearly labeled “Prefilter” on 
the outer box, inner bag, and on the filter cartridge.

• Wide selection of configurations to meet your wine 
process needs.

MATERIALS OF CONSTRUCTION__________________________________________

Media Micro-Fiberglass
Support Polyester
Components Polypropylene
End Caps Polypropylene

OPERATING CONDITIONS__________________________________________

Maximum Operating Pressure 60 psid (4 bar)
 68 °F (20 °C)
Maximum Operating Pressure 30 psid (2 bar)
 140 °F (60 °C)
Maximum Operating Pressure 12 psid (0.8 bar)
 176 °F (80 °C)

DESCRIPTION__________________________________________

The Accu-Clear Reserve Series pleated cartridge line has 
been developed to meet the process needs and throughput 
requirements of the wine industry. This high performance 
range of prefilter cartridges are constructed of pleated glass 
microfiber filter medium laminated to a non-woven polyester 
support. The high surface area of the Accu-Clear filters ensure 
long life cycles and low initial pressure drops.

Cartridge hardware components are constructed of high 
purity polypropylene materials that can be safely used in wine 
applications. Accu-Clear cartridges are constructed and 
assembled in a controlled environment to minimize the 
possibility of contamination. Accu-Clear cartridges are 
available in a wide range of configurations to fit most 
commercially available filter housings.

Glass Microfiber Pleated Prefilters
Accu-Clear

Filtration For Fine Wine
The Reserve Series
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CARTRIDGE SELECTION GUIDE__________________________________________________________________________________________

R  D  G  0  0  5  A  3  0  3  N

 Media Grade Length O-Ring
 DG = Glass Microfiber 005 = 0.5 µm A = 10" 01 = EPR

  006 = 0.6 µm B = 20" 03 = Silicone

  010 = 1.0 µm C = 30" 04 = Nitrile

  020 = 2.0 µm D = 40"

 Cartridge Style Utilization 
 3 = 222/Flat N = Hot Water Sanitize (No SST Steam Ring) 

 7 = 226/Fin S = Steam Sterilizable (SST Steam Ring)

 8 = 222/Fin 

Flow Rate (gpm/10" cartridge)
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FLOW RATE__________________________________________NOMINAL DIMENSIONS__________________________________________

 A B C D
Diameter (in) 2.7 2.7 2.7 2.7
Diameter (cm) 6.9 6.9 6.9 6.9
Length (in) 10 20 30 40
Length (cm) 25 51 76 102
Filtration Area (ft²) 4.8 9.6 14.4 19.2
Filtration Area (m²) 0.4 0.9 1.3 1.8

SANITIZATION__________________________________________

Hot Water 30 Minutes, 185 °F (85 °C)
In-line Steam 30 Minutes, 275 °F (135 °C)


