
DESCRIPTION__________________________________________

Purolator’s SMR Reserve Series sanitary cartridge housings 
are designed to meet the exact sanitary quality standards of 
the wine industry. Housings exceed standards for sterile 
filtration. The 316L stainless steel housings have machined 
cartridge connections to preclude flow restrictions normally 
associated with seat cup interfaces. The highly 
corrosive-resistant material is ideal because of its superior 
strength and chemical compatibility. The housings are 
available in both 222 or 226 o-ring configurations. Housings 
of 3 to 100 round elements are available and are designed 
for complete disassembly, allowing full access to all internal 
surfaces for easy cleaning. Sanitary vent and drain valves 
allow easy venting, draining and sampling. Secure swing 
away bolt closure design.

FEATURES AND BENEFITS__________________________________________

• Aseptic design
• Low hold up volume
• Easy to use low point drain valve
• No dead legs
• Fully self-draining
• Easy filter change-out
• Removable for cleanability
• Maximum product recovery
• Crevice-free electropolished surfaces with <25 RA internal surfaces
• 10” to 40” lengths available
• 3-round to 100-round design

MATERIALS OF CONSTRUCTION__________________________________________

Head, Bowl 316L Stainless Steel
Vent, Drain 316L Stainless Steel
Clamp, Legs 304 Stainless Steel
O-Rings Silicone, EPDM, Burna N

OPERATING CONDITIONS__________________________________________

Maximum Operating Pressue 125 psig (10 bar)
 212 °F (100 °C)

FINISH__________________________________________

Exterior Finish Electropolished <32 RA
Interior Finish Electropolished <25 RA

Sanitary Stainless Steel Multi-Round Series
SMR Housings

Filtration For Fine Wine
The Reserve Series
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HOUSING SELECTION GUIDE__________________________________________________________________________________________
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 Housing Model Element Length Filter Style Drain Seal
 010270 = 3-Round 05 = 5" 1 = 222 w/fin 2 = ¼" Valve S = Silicone

 010280 = 5-Round 10 = 10" 2 = 226 w/fin 3 = ½" TC B = Buna N, FDA

 010290 = 7-Round 20 = 20"  4 = 1" TC E= EPDM

 010300 = 9-Round 30 = 30"  5 = 1 ½" TC

 010310 = 12-Round 40 = 40"  6 = 2" TC

    7 = ½" FNPT

    8 = 1" FNPT

    9 = 1 ½" FNPT

    10 = 2" FNPT

  

Inlet/Outlet

 Vent Gauge 
  

1 = 1" TC

 1 = ¼" Valve 1 = 1 ½" TC 

  

2 = 1 ½" TC

 2 = ½" TC 2 = ¼" FNPT 

  

3 = 2" TC

 3 = 1" TC 3 = ½" FNPT 

  

4 = 2 ½" TC

 4 = ½" FNPT 

  

5 = 3" TC

 5 = 1” FNPT 

FLOW RATE__________________________________________
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