
FEATURES AND BENEFITS__________________________________________

• Aseptic design
• Maximize product recovery
• Easy to use low point drain valve
• Removable for cleanability
• Easy of filter change-out
• Fully self-draining
• No dead legs
• Crevice-free electropolished surfaces with <25 RA 

internal surfaces
• 125 psi rated

MATERIALS OF CONSTRUCTION__________________________________________

Head, Bowl 316L Stainless Steel
Vent, Drain 316L Stainless Steel
Clamp, Legs 304 Stainless Steel
O-Rings Silicone, EPDM, Burna N, or Kalrez

OPERATING CONDITIONS__________________________________________

Maximum Operating Pressue 125 psig (10 bar)
 212 °F (100 °C)

NOMINAL DIMENSIONS__________________________________________

 A B C D E
Length (in) 5 10 20 30 40
Length (cm) 12.7 25.4 50.8 76.2 101.6
A Dimension (mm) 233 360 614 868 1122

FINISH__________________________________________

Exterior Finish Electropolished <25 RA
Interior Finish Electropolished <25 RA

Sanitary Stainless Steel Series
SSR Housings

Filtration For Fine Wine
The Reserve Series

DESCRIPTION__________________________________________

Purolator’s single element SSR Reserve Series Housings are 
designed for high purity applications. In-line and T-style 
housings are available to meet your process specifications. 
The housings are constructed of 316L stainless steel and are 
designed to meet the requirements of the wine industry. The 
housing is available in sizes from 5 inch to 40 inch to meet the 
flow rate requirements of your application. You can choose 
from either 222 or 226 o-ring style, with machined cartridge 
connections. The design of the housing provides for a positive 
seal with filters thereby preventing fluid bypass. Machined 
seat plates also ensure easier cleanability and no hold volume 
as with seat cups. The housing is sealed by means of a 
tri-clamp that requires no special tools to open or close.



© Purolator Liquid Process, Inc.  Printed in the USA  SSRRS  01/10

Purolator Liquid Process  8314 Tiogawoods Drive, Sacramento, CA 95828
Phone: 916-689-2328  Fax: 916-689-1035  Email: sales@purolator-lp.com

HOUSING SELECTION GUIDE__________________________________________________________________________________________
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 Housing Style Length O-Ring Seal
 010210 = T-Style A = 5" 222 = 222 1 = Silicone

 010212 = In-Line 1 = 10" 226 = 226 2 = EPDM

  2 = 20"  3 = FDA, Buna N

  3 = 30"  4 = Kalrez

  4 = 40"

 Inlet/Outlet 
Vent/Drain

 
Gauge

 
 1 = 1" TC 

1 = ¼" Valve

 

0 = None

 

 2 = 1 ½" TC 

2 = ½" TC

 

G = Pressure Gauge

 


